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This drawing is the property of BANNER ENGINEERING Corp. and is
proprietary in general and in detail. Its contents shall not be
revealed to outside parties without the written consent of BANNER.

BANNER ENGINEERING Corp.
9717 10th Ave. North
Minneapolis, MN 55441
Tel # 763-544-3164
Fax # 763-544-3573
www.bannerengineering.com

PLASTIC FIBEROPTIC ASSEMBLY & MOD'S

REV. DESCRIPTION DATE INITIAL

Dimensions are
Millimeters [inches]

TOLERANCES
(Unless Otherwise Specified)

X = 2.5mm
X.X = 0.25

X.XX = 0.12mm
[X.X = .1"]
[.XX = .01"]

[.XXX = .005"]
ANGLE = 3

"L" = 40mm/Meter
[.5"/Foot]

PIP46U

8-4-88 1 OF 1 26083 -PIP46U 2000 [79] 89 [3.5] 26083

PIP46UM2 2000 [79] 51 [2.0] 27465

PIP415U 4572 [180] 89 [3.5] 27351

PIP430U 9144 [360] 89 [3.5] 27557

PIP46UM8 2000 [79] 203 [8.0] 00000

PIP46UM4 2000 [79] 102 [4.0] 00000

PIP46UM1.2 2000 [79] 30.5 [1.2] 00000

PIP46UM6 2000 [79] 152 [6.0] 00000

PIP46UM1 2000 [79] 25 [1.0] 45092

PIP46UM.75 2000 [79] 19.1 [.75] 45094

PIP46UM1.5 2000 [79] 38.1 [1.5] 70648

PIP46UM2.4 2000 [79] 60.5 [2.38] 71422

PIP498.5U 30023 [1182] 89 [3.5] 00000

MODEL NO. "L" "PL" P/N

NOTE:
 
1. PROBE LENGTHS LESS THAN 50mm [2inches] ARE NOT BENDABLE.

 2.2 
[.09]

 ANNEALED STAINLESS
STEEL (BENDABLE) PROBEM4 X 0.7 

NICKEL PLATED BRASS

POLYETHYLENE 

"L" 14.0
.55[ ]

"PL"

 1.47
.058[ ]

1X 

FIBER CORE

1.0
.04[ ]
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