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Specifications
3000 Models 7000 Models

Supply Voltage 5 to 30 V dc 10 to 30 V dc

Consumption 0.4 A ( at 5 V) to 0.1 A (at 30 V) maximum 0.7 A ( at 10 V) to 0.2 A (at 30 V) maximum

Communication 
Protocols

EtherNet/IP, Modbus/TCP, USB, RS-232, RS422, 
FTP, SLMP, PROFINET compatible

EtherNet/IP, Modbus/TCP, RS-232, RS422, 
FTP, SLMP, PROFINET compatible

Communication Speed Main RS232 or RS422 full duplex: 2400 bit/s to 
115200 bit/s
USB Models: USB 2.0 Hi-Speed
Ethernet Models: 10/100 Mbit/s

Main RS232 or RS422 full duplex: 
2400 bit/s to 115200 bit/s
Auxiliary - RS232: 2400 to 115200 bit/s
Ethernet: 10/100 Mbit/s

Inputs  Input 1 (External Trigger) and Input 2: Protected 
against short-circuits

 Input 1 (External Trigger) and Input 2:  
Opto-isolated and polarity insensitive

Outputs  2 NPN or PNP short circuit protected 3 NPN or PNP short circuit protected

Imager  WVGA: 752 × 480 pixels, CMOS 
1.2MP: 1280 × 960 pixels, CMOS

1.3 MP: 1280 × 1024 pixels, CMOS 
2MP: 1600 x 1200 pixels, CMOS

Frame Rate WVGA: 57 frames/sec
1.2MP: 36 frames/sec

1.3MP: 60 frames/sec
2MP: 45 frames/sec

Construction Aluminum, Plastic Window Aluminum, Plastic Window

Operating Conditions 0 to +45 °C (+32 to +113 °F)
90% maximum relative humidity

0 to +50 °C (+32 to +122 °F)
Liquid Lens: 0 to +45 °C (+32 to +113 °F)
90% maximum relative humidity

Environmental Rating IEC IP65 IEC IP67

Other Smart Teach button (configurable via Barcode 
Manager), beeper

Smart Teach button (configurable via 
Barcode Manager), beeper

Parameter Storage Permanent memory (Flash) Permanent memory (Flash)

Certifications
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